
Stacked 26.7mA/hr with a production of 21.8 pbars/Mp and 7.96 Tp on target•
Unstacked 1806E10 (601E10/day) in 217 transfers (72/day) over 70 sets (23/day) with an average 
overall unstacking efficiency of 96.0%.

•

Stacking and Transfers

Stacking VSA died, required a power cycle, restart of AP1001 and DCE11○

Debuncher Injection kicker scope lost communication, required a power cycle.○

Flux capacitor scope stopped updating.  Required a power cycle and restart of DCE11.○

Lots of GPIB problems.•

Interesting happenings

Pbars stacked: 1819.75 E10○

Time stacking: 71.08 Hr○

Average stacking rate: 25.60 E10/Hr○

Stacking•

Number of pulses while in stacking mode: 107933○

Number of pulses with beam: 105130○

Fraction of up pulses was: 97.40%○

Uptime•

Corrected time stacking: 69.24 Hr○

Possible average stacking rate: 26.28 E10/Hr○

Could have stacked: 1868.27 E10/Hr○

The uptime's effect on the stacking numbers•

Pbars sent to the Recycler: 1820.59 E10○

Number of transfers : 219○

Number of transfer sets: 71○

Average Number of transfer per set: 3.08○

Time taken to shoot including reverse proton tuneup: 00.77 Hr○

Transfer efficiency: 95.69%○

Recycler Transfers•

Average POT : 7.95 E12○

Average production: 21.78 pbars/E6 protons○

Other Info•

Numbers

Plots
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